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P r o d u c t  r e l e a s e

MiNi D digital amplifiers

MiNi D1000.4 1000 Watt MiNi D1500.2 1500 Watt

Class/Output D  / 1000 Watts D / 1500 Watts
Power Handling @ 4-Ohm 4 x 65 WRMS 2 x 130 WRMS
Power Handling @ 2-Ohm 4 x 90 WRMS 2 x 180 WRMS
Channel Separation 80 dB
Crossover Frequencies 40 - 400 Hz 20 - 500 Hz
Signal-to-Noise Ratio > 110 dB
Dimensions (H/W/L) 1  7/8” x 6  5/16 ” x 7  1/16” 2  1/16” x 8  5/16 ” x 8”

MSRP
MiNi D1000.4 $299.00
MiNi D1500.2 $359.00

the MiNi D1500.2 channel puts out a peak power 
of 1500 Watts and includes a subsonic filter, 
variable x-over, gain control, auto signal sensing 
and rca output.

the MiNi D1000.4 channel reaches a maximum 
peak power of 1000 Watts and features 0-12dB 
Bass Boost, variable x-over, gain control and 
optical control circuitry.

Mighty Power in MiNi Form
earthquake sound’s “MiNi D” amplifiers deliver unbelievable power in a compact size and stand as the 
most efficient class “d” amplifiers. the MiNi D series now includes two stereo/multi-channel models.


